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CATCH ASSEMBLY HANGER ASSEMBLY CANTILEVER SLIDE GATE CRITICAL DIMENSION CHART -
SEE DETAIL #5 SEE DETAIL #6) » IMAGE FILES: Warning Sign,]
e #) GATE. FRAME ( 4 0.0. PosT (W')x GATE #16 | GATE #17 | GATE #21 | GATE #27 aming Sign.jpg
, Y , A__|CLEAR OPENING 240" | 140" | 140" | 140"
it 2 ] B__|COUNTERBALANCE POST SPACING CIC | 11'4" =R 71" 74" S ETSIONG
— CLEAR OPENING 8 = POST SPACING C/C T C  |OVERALL GATE LENGTH 360" 240" 240" 24'0"
= i D |COUNTERBALANCE LENGTH 120" 3’0" 30" 80" NUMBER il DATE
, E |NOMINAL GATE HEIGHT 80" 80" | go” 30"
PLAN VIEW F |POST HEIGHT 96" 96" 9’8" a9".6"
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3/16” S.S. AIRCRAFT CABLE (TYP.) 2" x 2" INTERMEDIATE (TYP.) ‘ 4" OD. POST (TYP.) . (axaz).
| / /7 TOP PRIMARY MEMBER B ARM (TYP) far 1" x ‘2" INTERMEDIATE (TYP.) & HANGER ASSEMBLY
fte 1 7 {| : (SEE DETAIL #86) SEGNS
' _ ! * CONTRACTOR SHALL FURNISH AND INSTALL SIGNS AS INDICATED IN TABLE BELOW
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CATCH ASSEMBLY (SEE DETAL #5) . (IYP. ~ SEE DETAL 43) PROCEEDING: FINES OR E49  Juw
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1) SIGNS #1 AND #3 SHALL BE INSTALLED ON BOTH SIDES OF GATE. SIGN #2 =20 T
SHALL BE INSTALLED ON "LAND" SIDE OF GATE. [ g = = iy
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l“i‘? UL 235 COMPLIANCE NOTES NOTES
0.08 GA. ALUMINUM GATE INSTALLATION SHALL COMPLY WITH ALL REQUIREMENTS OF UL 235, 1. CANTILEVERED GATE SHALL BE SUFFICIENTLY RIGID TO WITHSTAND FLEXING OR
T = 0.08 A ALLMNU INCLUDING, BUT NOT LIMITED TO: BENDING DURING WINDY CONDITIONS. CONTRACTOR SHALL PROVIDE
™ tEXT SODE i ' - " STIFFENERS, STRUCTURAL SHAPES IN EXCESS OF THE MINIMUM SPECIFIED .
& 2345 (LETTERING COLOR : o 1. AL OPENINGS OF THE SUDE GATE ARE GUARDED OR SCREENED FROM DIMENSIONS OR ADDITIONAL ROLLERS AND POSTS SUFFICIENT TO PREVENT
SHALL. BE RED) : THE BOTTOM OF THE GATE TO A MINIMUM OF 4 FEET ABOVE GROUND TO DISPLACEMENT OF THE GATE BY WIND OR BY UNAUTHORIZED PERSONNEL. .
N~ , PREVENT A 2-1/4" DIAMETER SPHERE FROM PASSING THROUGH THE , , £ g
2 OPENINGS ANYWHERE IN THE GATE, AND IN THAT PORTION OF THE = 2. CONTRACTOR' SHALL PROVIDE AND INSTALL GATE AS COMPLETE WORKING UNIT. § »
~IE - A ADJACENT FENCE THAT THE GATE COVERS IN. THE OPEN POSITION. . THE GATE WORK SHALL INCLUDE, BUT NOT BE LIMITED TO: GATE, OPERATOR, = E‘
. gg;@.m%ooe CONTROL AND POWER CABLES, CONDUIT, TRENCHING, CIROUT £ o
CONTRACTOR SHALL SUPPLY 5 SIGNS WITH " . . 2. ALL EXPOSED PINCH POINTS ARE ELIMINATED OR GUARDED AND GUARDING , AND ALL CONNECTIONS, AND. MATERIALS NECESSARY 10 § 2
DIFFERENT EXIT CODES, CAPABLE OF BEING Moving Gate Can Cause |S SUPPLIED FOR ALL EXPOSED ROLLERS. COMPLETE OPERATION. s g g
" PROGRAMED INTO MEC . A
INSTALL SIGN ON AIRSIDE OF SIWING GATE. Injury or Death 3. A WARNNG SioN (SEE DETAL. THIS SHEET) WUST BE AFFIXED TO BOTH B e & GATE OPERATOR SHALL. BE AS RECOMMENDED BY THE - ggi
-
KEEP CLEAR! Gate may move atany 4. FOR ADDITIONAL UL 235 REQUIREMENTS FOR THIS GATE INSTALLATION, SEE 4. PIPE BOLLARDS SHALL BE INSTALLED AT LOCATIONS SHOWN IN PLAN VIEW. Eggg
PEDESTRIAN PCCESS time without pio veming. . GATE OPERATOR DETALS SHEET. 5. THE FABRIC TYPE AND FINISH OF TE, M ITH PROPOSED' FENCE Q533
SIGN_DETAIL Do not let children operate the gate of " OR AS DIRECTED BY THE ENGINEER, o o W
N.T.S. play in the gate area, I
6. ALL SUDING GATES SHALL HAVE ALL ROLLERS ENCLOSED IN STEEL OR
This entrance is for vehitles only PLASTIC SHROUDS TO PREVENT ACCIDENTAL INJURY. -4
Pedestrians must use separate entrance DESIGN BY: CBG
DRAWN BY: CMT
. CHECKED BY: V]
WARNING SIGN DETAIL * LOCATIONS, DETAILS AND CHARACTER OF EQUIPMENT SHOWN ON
THIS SHEET IS GENERIC. EQUIPMENT LOCATIONS SHALL BE AS soeRoveD 5. [ZI\]
RECOMMENDED BY THE EQUIPMENT MANUFACTURER. DATE: 1/12/2007
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